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Meningkatnya pembangunan infrastruktur seperti terowongan, dalam mendukung 

sistem transportasi yang semakin meningkat, diperlukan beberapa analisa terhadap 

perilaku terowongan untuk mencegah terjadinya kerusakan. Pada penelitian ini 

menganalisis perbandingan nilai deformasi menggunakan software PLAXIS 2D 

dan PLAXIS 3D yang dimana metode galianya menggunakan   New Austrian 

Tunnel Methode (NATM). Analisis perbandingan model 2D dengan beberapa 

variasi nilai stress reduction factor dan model 3D pada seluruh tahapan konstruksi, 

diperoleh selisih persentasi rata-rata terbesar deformasi pada titik tinjau arch crown 

terowongan sebesar 23.54 % dan pada titik tinjau permukaan tanah sebesar 45.27 

%. Sedangkan selisih persentasi rata-rata terkecil deformasi pada titik tinjau arch 

crown terowongan sebesar 4.97 % dan pada titik tinjau permukaan tanah sebesar 

23.91 %. Dengan demikian penggunaan nilai stress reduction factor β = 0.35 & 0.6 

didapatkan hasil deformasi arch crown terowongan yang mendekati pemodelan 3D 

dengan nilai selisih rata-rata deformasi sebesar 4.97 %, tetapi deformasi pada 

bagian permukaan tanah memiliki selisih yang cukup besar, yaitu 43.54 %.  

Kata kunci: Terowongan, Deformasi arch crown, Stress reduction Factor 

Deformasi pemukaan tanah, PLAXIS 2D, PLAXIS 3D. 
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Increasing infrastructure development such as tunnels, in support of a growing 

transportation system, required some analysis of tunnel behavior to prevent 

damage. In this study, we analyzed the comparison of deformation values using 

PLAXIS 2D and PLAXIS 3D software, which the Gallic method uses New Austrian 

Tunnel Methode (NATM). Analysis of comparison of 2D models with several 

variations of stress reduction factor and 3D models at all stages of construction, 

obtained the largest average percentage difference of deformation at the arch crown 

tunnel review point of 23.54 % and at the ground level review point of 45.27 %. 

While the difference in the percentage of the smallest average deformation at the 

arch crown review point of the tunnel is 4.97 % and at the ground level review point 

of 23.91 %. Thus the use of stress reduction factor value β = 0.35 & 0.6 obtained 

the result of deformation arch crown tunnel that is close to 3D modeling with an 

average difference of deformation of 4.97%, but deformation on the surface of the 

ground has a considerable difference, which is 43.54%. 
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