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ANALISIS KEBUTUHAN AIR PADA BENDUNG CILIMAN, (Btara Rizqyawan 

Wijaya, NRP 22 2011 161, Pembimbing Thomas Firdaus Larosa, Ir, M.T. Jurusan 

Teknik Sipil Fakultas Teknik Sipil dan Perencanaan Institute Teknologi Nasional, 

Bandung.) 

ABSTRAK 

Saluran Primer Ciliman sampai di BLmn.7 yang membawa pasokan air. Pengembangan 

Daerah Irigasi Ciliman Kanan dimulai pada titik pengambilan BLmn.7 dengan luas 

potensial sebesar 4.231 ha. Tujuan dari penelitian ini adalah melakukan analisa kebutuhan 

air pada Daerah Irigasi Bendung Ciliman dengan menggunakan data sekunder untuk 

menghitung curah hujan efektif per pos dan curah hujan efektif rata kawasan dengan 

metode Polygon Thison. Berdasarkan analisis kebutuhan air terbesar terjadi pada 

Desember II dan terkecil terjadi pada Oktober I. Secara grafis pada Bulan Juni-II sampai 

dengan Agustus-II memperlihatkan terjadi kekurangan air (Musim Tanam ke II). Upaya 

mengatasi kekurangan air pada Musim Taman II adalah dengan memajukan jadwal tanam 

pada Musim Tanam kedua menjadi satu bulan lebih awal (dari 1 Mei menjadi 1 April). 

Apabila Bendung Ciliman akan meningkatkan lahan tanam pada BLmn 7 sebesar 4000 

ha, maka agar kebutuhan air dapat terpenuhi dengan melakukan satu kali tanam pada 

Musim Tanam I. 
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ANALYSIS OF WATER NEEDS IN CILIMAN WEIR, (Btara Rizqyawan Wijaya, 

NRP 22 2011 161, Preceptor Thomas Firdaus Larosa, Ir, M.T. Department of Civil 

Engineering, Faculty of Civil Engineering and Planing, Nasional Institue of 

Technology, Bandung.) 

ABSTRACT 

Ciliman Primary Channel for land fisheries needs and the population's raw water needs. 

The existing Bendiman Ciliman irrigation area is 5,315 ha, where the Ciliman Dam 

Infrastructure is designed to irrigate an area of 9,546 ha by utilizing the Ciliman Primary 

Channel capacity to BLM.7 which is capable of carrying water supplies. Ciliman Kanan 

Irrigation Area Development starts at the point of taking BLmn.7 with a potential area of 

4,231 ha. The purpose of this study was to analyze the water requirements of the Ciliman 

Dam Irrigation Area by using secondary data to calculate effective rainfall per post and 

effective rainfall in the area with thison Polygon method. Based on the analysis of existing 

water requirements, the largest water demand occurred in December II and the smallest 

occurred in October I. Graphically from June to II to August-II there was a shortage of 

water (the second planting season). Efforts to overcome water shortages in Park II 

Season are to advance the planting schedule in the second Planting Season to one month 

earlier (from 1 May to 1 April). If the Ciliman Bendung system will increase the planting 

area at BLmn 7 by 4000 ha, so that the water needs can be fulfilled is to do one planting 

in Planting Season I. 

 

Keyword : cropping pattern, discharge, effective rainfall, evapotranspiration, water 
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